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L’assorbitore di etilene TYPHOON è un assorbitore di tipo chimico che, posto all’interno di una cella, fa circolare l’aria attraverso un prodotto granulare a base di perman-
ganato di potassio denominato PURETHYL. L’assorbitore TYPHOON viene utilizzato nella conservazione di prodotti vegetali, in particolar modo di quelli altamente sensibili 
all’etilene. I vantaggi di tale sistema, oltre ai costi ridotti sia di acquisizione che di funzionamento sono di non modificare i valori termo-igrometrici dell’aria depurata. 
L’assorbitore TYPHOON è in disponibile in due modelli: 500 e 750.

The chemical ethylene absorber TYPHOON can dramatically reduce harmful amounts of ethylene gas when placed in a room, by forcing air through a bed of a granular 
potassium permanganate-based product called PURETHYL. Typhoon is used in the storage of those fruit and vegetable productswhich are highly sensitive to ethylene. 
Advantages of the system: reduced investment and operation costs, it does not charge the thermal and hygrometric values of the ait.
TYPHOON is available in the 500 and 750 version.
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STANDARD
MODELS

DIMENSIONS 
LxWxH

WEIGHT
(KG)

ENERGY CONSUMPTION 
(KW/H)

TYPHOON 500 80x32x83 70 0,08

TYPHOON 750 80x32x83 70 0,12
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